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June 9, 1999 or immediately upon start-
up of operations, whichever is later.

§ 63.1352 Additional test methods.
(a) Owners or operators conducting

tests to determine the rates of emis-
sion of hydrogen chloride (HCl) from
kilns, in-line kiln/raw mills and associ-
ated bypass stacks at portland cement
manufacturing facilities, for use in ap-
plicability determinations under
§ 63.1340 are permitted to use Method
320 or Method 321 of appendix A of this
part.

(b) Owners or operators conducting
tests to determine the rates of emis-
sion of hydrogen chloride (HCl) from
kilns, in-line kiln/raw mills and associ-
ated bypass stacks at portland cement
manufacturing facilities, for use in ap-
plicability determinations under
§ 63.1340 are permitted to use Methods
26 or 26A of appendix A to part 60 of
this chapter, except that the results of
these tests shall not be used to estab-
lish status as an area source.

(c) Owners or operators conducting
tests to determine the rates of emis-
sion of specific organic HAP from raw
material dryers, kilns and in-line kiln/
raw mills at portland cement manufac-
turing facilities, for use in applica-
bility determinations under § 63.1340 of
this subpart are permitted to use Meth-
od 320 of appendix A to this part, or
Method 18 of appendix A to part 60 of
this chapter.

NOTIFICATION, REPORTING AND
RECORDKEEPING

§ 63.1353 Notification requirements.
(a) The notification provisions of 40

CFR part 63, subpart A that apply and
those that do not apply to owners and
operators of affected sources subject to
this subpart are listed in Table 1 of this
subpart. If any State requires a notice
that contains all of the information re-
quired in a notification listed in this
section, the owner or operator may
send the Administrator a copy of the
notice sent to the State to satisfy the
requirements of this section for that
notification.

(b) Each owner or operator subject to
the requirements of this subpart shall
comply with the notification require-
ments in § 63.9 as follows:

(1) Initial notifications as required by
§ 63.9(b) through (d). For the purposes
of this subpart, a Title V or 40 CFR
part 70 permit application may be used
in lieu of the initial notification re-
quired under § 63.9(b), provided the
same information is contained in the
permit application as required by
§ 63.9(b), and the State to which the
permit application has been submitted
has an approved operating permit pro-
gram under part 70 of this chapter and
has received delegation of authority
from the EPA. Permit applications
shall be submitted by the same due
dates as those specified for the initial
notification.

(2) Notification of performance tests,
as required by §§ 63.7 and 63.9(e).

(3) Notification of opacity and visible
emission observations required by
§ 63.1349 in accordance with §§ 63.6(h)(5)
and 63.9(f).

(4) Notification, as required by
§ 63.9(g), of the date that the contin-
uous emission monitor performance
evaluation required by § 63.8(e) is sched-
uled to begin.

(5) Notification of compliance status,
as required by § 63.9(h).

§ 63.1354 Reporting requirements.
(a) The reporting provisions of sub-

part A of this part that apply and those
that do not apply to owners or opera-
tors of affected sources subject to this
subpart are listed in Table 1 of this
subpart. If any State requires a report
that contains all of the information re-
quired in a report listed in this section,
the owner or operator may send the
Administrator a copy of the report sent
to the State to satisfy the require-
ments of this section for that report.

(b) The owner or operator of an af-
fected source shall comply with the re-
porting requirements specified in § 63.10
of the general provisions of this part
63, subpart A as follows:

(1) As required by § 63.10(d)(2), the
owner or operator shall report the re-
sults of performance tests as part of
the notification of compliance status.

(2) As required by § 63.10(d)(3), the
owner or operator of an affected source
shall report the opacity results from
tests required by § 63.1349.

(3) As required by § 63.10(d)(4), the
owner or operator of an affected source
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who is required to submit progress re-
ports as a condition of receiving an ex-
tension of compliance under § 63.6(i)
shall submit such reports by the dates
specified in the written extension of
compliance.

(4) As required by § 63.10(d)(5), if ac-
tions taken by an owner or operator
during a startup, shutdown, or mal-
function of an affected source (includ-
ing actions taken to correct a malfunc-
tion) are consistent with the proce-
dures specified in the source’s startup,
shutdown, and malfunction plan speci-
fied in § 63.6(e)(3), the owner or operator
shall state such information in a semi-
annual report. Reports shall only be re-
quired if a startup, shutdown, or mal-
function occurred during the reporting
period. The startup, shutdown, and
malfunction report may be submitted
simultaneously with the excess emis-
sions and continuous monitoring sys-
tem performance reports; and

(5) Any time an action taken by an
owner or operator during a startup,
shutdown, or malfunction (including
actions taken to correct a malfunction)
is not consistent with the procedures
in the startup, shutdown, and malfunc-
tion plan, the owner or operator shall
make an immediate report of the ac-
tions taken for that event within 2
working days, by telephone call or fac-
simile (FAX) transmission. The imme-
diate report shall be followed by a let-
ter, certified by the owner or operator
or other responsible official, explaining
the circumstances of the event, the
reasons for not following the startup,
shutdown, and malfunction plan, and
whether any excess emissions and/or
parameter monitoring exceedances are
believed to have occurred.

(6) As required by § 63.10(e)(2), the
owner or operator shall submit a writ-
ten report of the results of the per-
formance evaluation for the continuous
monitoring system required by § 63.8(e).
The owner or operator shall submit the
report simultaneously with the results
of the performance test.

(7) As required by § 63.10(e)(2), the
owner or operator of an affected source
using a continuous opacity monitoring
system to determine opacity compli-
ance during any performance test re-
quired under § 63.7 and described in
§ 63.6(d)(6) shall report the results of

the continuous opacity monitoring sys-
tem performance evaluation conducted
under § 63.8(e).

(8) As required by § 63.10(e)(3), the
owner or operator of an affected source
equipped with a continuous emission
monitor shall submit an excess emis-
sions and continuous monitoring sys-
tem performance report for any event
when the continuous monitoring sys-
tem data indicate the source is not in
compliance with the applicable emis-
sion limitation or operating parameter
limit.

(9) The owner or operator shall sub-
mit a summary report semiannually
which contains the information speci-
fied in § 63.10(e)(3)(vi). In addition, the
summary report shall include:

(i) All exceedences of maximum con-
trol device inlet gas temperature lim-
its specified in § 63.1344(a) and (b);

(ii) All failures to calibrate
thermocouples and other temperature
sensors as required under § 63.1350(f)(7)
of this subpart; and

(iii) All failures to maintain the acti-
vated carbon injection rate, and the ac-
tivated carbon injection carrier gas
flow rate or pressure drop, as applica-
ble, as required under § 63.1344(c).

(iv) The results of any combustion
system component inspections con-
ducted within the reporting period as
required under § 63.1350(i).

(v) All failures to comply with any
provision of the operation and mainte-
nance plan developed in accordance
with § 63.1350(a).

(10) If the total continuous moni-
toring system downtime for any CEM
or any continuous monitoring system
(CMS) for the reporting period is ten
percent or greater of the total oper-
ating time for the reporting period, the
owner or operator shall submit an ex-
cess emissions and continuous moni-
toring system performance report
along with the summary report.

§ 63.1355 Recordkeeping requirements.
(a) The owner or operator shall main-

tain files of all information (including
all reports and notifications) required
by this section recorded in a form suit-
able and readily available for inspec-
tion and review as required by
§ 63.10(b)(1). The files shall be retained
for at least five years following the
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